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The  accompanying  cut  shows  our  New  and  Improved  Re-Sawing 
Machine,  the  frame  of  which  is  cast  in  one  solid  mass,  thus  doipg 
away  with  joints  and  bolts  and  making  a very  stiff,  substantial  and^\^  v^ 
convenient  machine  to  operate.  " A 

This  Machine  is  not  only  new  in  style  of  frame,  but  has  a very 
decided  improvement  that  will  commend  it  to  mill  men  generally,  from  ? 
the  fact  that  the  ends  of  the  frame  are  open,  by  which  means  the  saw 
can  be  rolled  out^of  the  machine  when  necessary,  instead  of  lifting  it 
out  over  the  frame  as  in  the  old  way. 

The  rapidity  with  which  lumber  is  being  consumed  for  manufac- 
turing purposes  and  also  the  destruction  caused  by  forest  fires,  raises  a 
serious  question  as  to  future  supply,  and  also  the  present  economical 
use  of  what  is  left.  Mill  men.  and  workers  of  wood  generally,  are 
making  strenuous  efforts  to  reduce  wastage  in  cutting  it  up  into  the 
various  manufactures  in  which  they  are  engaged.  To  meet  the  wants 
of  this  class,  builddrs  of  machinery  for  wood-cutting  purposes  have 
been  actively  engaged  in  devising  new  machines  with  a view  to  reduc- 
tion in  wastage  ; and  in  no  branch  of  the  business  have  such  strong 
efforts  been  made  as  in  the  saw  mills,  and  while  much  has  been  done 
by  the  use  of  thin  saws,  their  expectations  have  not  been  fully  realized, 
as  with  the  thinnest  saw  the  wastage  is  enormous.  Hence,  instead^  of 
cutting  the  logs  into  as  thin  boards  as  is  necessary  for  all  purpos^^ 
they  are  sawed  into  well-known  standard  sizes,  and  when  anything  less  ^ 
is  required,  as  in  furniture  panels,  siding,  box-making,  etc.,  thinner 
saws,  commonly  called  re-saws,  are  brought  into  use. 

To  meet  this  want  has  been  the  object  of  the  manufacturers,  who 
have  spent  many  years  experimenting,  and  can  now  say  that  they  have 
the  most  complete  aud  perfect  machine  for  re-sawing  rapidly,  and  with 
the  least  possible  waste  of  lumber,  that  has  ever  been  produced.  It 
stands  unrivalpd  by  any  other  ever  invented,  for  obtaining  the  most 
perfect  thin  lumber  from  thick  boards,  in  the  shortest  possible  time,  and 
with  the  least  amount  of  waste. 

In  its  actual  evety-day  use  it  will  do  a much  larger  amount  of  work 
than  any  other  re-sawer,  taking  out  not  to  exceed  one-sixteenth  of  an 
inch  kerf,  doing  (according  to  the  kind  of  material)  from  50  to  100 
lineal  feet  per  minute. 

A reversible  feed  is  provided,  by  means  of  which  boards  may  be 
run  back  from  the  saVv  without  stopping  or  opening  the  feed  rolls. 

For  Prices,  etc.,  ^ddress. 


CORDES'MAN  MACHINE  CO., 

Butler  Street,  near  Pearl,  CINCINNATI,  OHIO,  U.  S.  A. 
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Improved,  New  Style  Re-Sawing  Machine, 


INSTRUCTIONS  FOR  OPERATING  MACHINE. 


Be  sure  to  always  keep  the  saw  jointed  up  round,  so  that  every  tooth  will  do  its  work.  File  the  tooth  straight  accross  on  the  face,  and  a little  flaring  on  the  top. 
Take  great  care  and  not  file  too  deep;  a tooth  one-half  inch  high  will  give  all  the  clearance  needed  for  saw-dust  and  do  better  work.  Give  a little  the  most  set  on 
flange  side  of  segments.  When  not  centering  remove  the  bolt  seen  in  the  slot' directly  under  the  right  hand  receiving  roll,  and  swing  the  yoke  on  the  right 
hand  end  of  the  bed  plate  between  the  two  collars  on  the  screw  that  moves  the  right  hand  rollers  ; then  one  pair  of  rolls  can  be  adjusted  without  affecting 
the  other.  In  case  the  rolls  do  not  center  a board  perfectly,  they  can  be  made  to  do  so  by  turning  the  hand  wheel  C either  one  way  or  the  other.  This  will  carry 
the  rolls  either  to  the  ri*ght  or  left,  as  the  case  may  be. 


Proper  Speed  for  Re-Sawing  Maohine. 


Size  of  Saw. 

Diameter  of 
Pulley 

Face  of  Pulley. 

Revolutions 
per  Minute. 

• A 

64 

in 

26 

12 

600 

60 

24 

12 

650 

54 

<< 

20 

10 

700 

. *50 

18 

10 

750 

, 44 

( ( 

18 

10 

850 

40 

u 

14 

8 

900 

^ 38 

(< 

14 

8 

950 

34 

a 

14 

8 

1,050 

30 

ti 

12 

8 

1,200 

24 

(( 

8 

6 

1,500 

